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max. cutting width = L + 200/300mm

row width L
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GL4 with precision sensor
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max. cutting width L 

L + ca.400 (2 nozzles)

200 200 300300

L + ca.400 + ca.600 (4 nozzles)

GL4 with HERBICIDE
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Nut for belt tensioner

roller for swing arm

Blocking bolts for disc

Swing arm



1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D
Power transmissione elements

Type II
GL4-180-240

Type I 
GL4-110-160
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ca.70mmca.100mm

ca.100mm

85°-90°!!!

Cutting overlap & blade positioning
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Mainframe blades & swing arm blades

mobile blade on swing arm

mobile blade on main frame

ball bearing supported skid plate 
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3 Positions for hight 
adjustment in front

Thread spinle for rear
 roller adjustment

Cutting hight adjustment
(4-7cm)
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Instead of the fix standard metal 
wheels its possible to mount:
 
- mobile metal wheels
- fix rubber wheels
- mobile rubber wheels

Instead of the standard metall 
roller its possible to mount:
 
- double metal roller
- fix rubber roller

Rear roller and front wheels
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Rear mounting with 
HYDRAULIC SIDE SHIFT

FRONT-REAR-mounting

REAR mounting FRONT-mounting

Rear mounting for 
SPRAYING EQUIPMENT

Types of ATTACHMENTS




